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DynaPulse Software Installation Instructions For Windows Vista

Should you encounter errors when installing your DynaPulse product software on your Windows Vista machine, please perform the following procedure:

1. Insert the installation disk into your CD-Rom drive. If the DynaPulse installation menu is displayed with “Autoplay”, click “X” to close the “Autoplay” window and exit from the setup menu.

2. Next click on the ‘Start’ button, choose ‘Help & Support’ ( ‘Info From Microsoft’ ( ‘Get Your Program To Work With Windows’ ( ‘Program Compatibility Wizard’.

3. Follow the prompts from the wizard and select:

· I want to locate the program manually (double click it)

4. Browse to designate the location of DynaPulse “Setup” program you wish to install from the ‘CD-Rom’ drive. Click “Next” and select a correct Windows compatibility mode:

· XP (service pack 2) or 2000 mode

5. In the “Select display settings for the program” window, select following:

· 640 X 480 Screen resolution (Try this only if there is problem with screen display on your monitor.) 
· Disable visual themes… (Try this option if you are experiencing problems with the display when running the program.)

· Disable display scaling on high DPI settings (if notebook PC is used)

6. In the “Does the program require administrator privileges?” Check the box of “Run this program as an administrator”. 

7. You should now be able to successfully install the DynaPulse software onto your computer without any errors.

Note: When using an USB-RS232 converter, pre-load its USB driver is required to run DynaPulse RS232 version monitors.

